
Telescopic Hot Sticks – 
Light-Weight & Metric Models
The triangular-shaped Telescopic Hot Stick has been designed according to strict 
manufacturing and testing processes, which allow SOLUÇÃO to guarantee its proven 
quality by fully complying with ASTM F 1826-00 requirements.

All sections are made of epoxy-resin impregnated fiberglass. Its top section is highlighted by 
its fluorescent color and polyurethane foam filling. Such features guarantee the Telescopic 
Hot Stick’s excellence in its mechanical performance and dielectric strength.

Due to its triangular profile and telescopic functionality, its anatomical shape allows its quick 
extension to the working position, unlike conventional Sectional Hot Sticks that require 
more time to put their sections together.

The telescopic hot stick is provided with one bronze universal end fitting, which remains 
firmly attached to the telescopic hot stick with high-adhesion glue, and stainless steel cotter 
pins. This system allows working safely with several operational heads for multiple tasks.

Applications: Opening Load Switches with Load Stopping Tools, installing Temporary 
Grounding Sets, operating Voltage Testers etc.

We do not recommend working under rainy conditions or opening switches under severe 
jamming circumstances caused by a high degree of oxidation.

SEVTT Series

Lightweight Telescopic Stick
PART No. QTY. 

OF SESSIONS 
EXTENDED 
LENGTH (mm) 

COLLAPSED 
LENGTH (mm) 

BOTTOM SECTION 
(mm)

APPROX. WEIGHT 
(kg)

SEVTT-2M 2 2.585 1.420 33 1,31
SEVTT-3M 3 3.823 1.470 37 1,91
SEVTT-4M 4 5.103 1.520 41 2,51
SEVTT-5M 5 6.440 1.580 45 3,21
SEVTT-6M 6 7.790 1.620 49 3,92
SEVTT-7M 7 9.180 1.670 52 4,75
SEVTT-8M 8 10.607 1.730 56 5,75
SEVTT-9M 9 12.070 1.760 61 6,95

Telescopic Hot Stick for Height Measurement
PART No. QTY. 

OF SESSIONS 
EXTENDED 
LENGTH (mm) 

COLLAPSED 
LENGTH (mm) 

BOTTOM SECTION 
(mm)

APPROX. WEIGHT 
(kg)

SEVTT-2 2 2.585 1.420 33 1,31
SEVTT-3 3 3.823 1.470 37 1,91
SEVTT-4 4 5.103 1.520 41 2,51
SEVTT-5 5 6.440 1.580 45 3,21
SEVTT-6 6 7.790 1.620 49 3,92
SEVTT-7 7 9.180 1.670 52 4,75
SEVTT-8 8 10.607 1.730 56 5,75
SEVTT-9 9 12.070 1.760 61 6,95


